
swim all year
round

pool heatpump 



How inverter
saves you on your

electricity cost
Inverter technology  makes swimming pool 

1. Energy Saving: Pay 1kw, get up to 9.3kw back , saving up to 50% 
more compare to traditional non-invert pool heat pump;

Heatpump reach an extremely high COP. 
Compared with normal heat pump in the
market, inverter pool heater is of higher 
COP. It greatly saves energy /electricity 

and enables you to enjoy swimming with -
out waiting for a long time.

High quality swimming
pool heat pump

They use the heat in the surrounding air, transferring 
it efficiently via a heat exchanger to the pool’s water. 

Sirair Pool heatpumps uses a combination of 
optimized components, such as heat exchangers, 

refrigerants, electronic expansion valves and 
software for a very high efficiency COP.

Sirair Eco-line Inverter pool heat pumps exploit the energy in the 
air, are e ective and energy-efficient, easy to install and take up 

little space near the pool. The pool heat pump is equipped with a 
quiet rotation compressor for optimal efficiency rating, minimal 

vibration and long service life. Digital control includes several 
functions and permits easy setting of the pool temperature.

The materials used in the heat pump is designed to withstand 
the harsh weather conditions. The casing is made of ABS hard 

plastic (ideal for coastal regions) and the heat exchanger is made 
of titanium. Sirair inverter heat pumps are intended for heating of 

swimming pools or spa pools. Basic Features
R410a Refrigerant

ABS Casing Anti-Rust

Inverter Technology

WI-FI function

Low-Noise Performances

r410a

 



 

 Download the app
connect to wi-fi
 

1) APP Download   

 
Android mobile please download from      iphone please download from 

          

2) Account registration   
a) Registration by Cell phone number/Email

 

b) Cell phone number registration

b) Click "Add device", follow indication to finish binding. display on the 

screen once Wi-Fi connection success. 

4) APP Binding  

Please make sure your cell phone has connected the Wi-Fi

a) Wi-Fi connection:

Press for 3 seconds after screen unlock, will be flashing to enter Wi-Fi

binding program. 

3) Create family   

Please set family name and choose the room of device

 

 
a) If connect fails, please make sure your network name and password is 

correct. And your router, mobile phone and device are as close as 

possible. 

b) Wi-Fi rebinding (When Wi-Fi password changes or network configuration 

changes): 

Press  for 10 seconds, will be flashing slowly for 60  

seconds. Then  will be off. The original binding will be removed. 

Follow step above for rebinding. 

 

 

 

 

 

 

 

 

 

 

1)

 5) Operation   

For heat pump with Heating function only.
 

 
 
 
 
 
 
 
 

 
 

 
 
 
 
 
 

 

More      

 
 

Indicate the  
status of Heating 

Heating capacity 
percentage 

Select ℃/℉

The current
swimming pool
water temperature

The setting

 

temperature

 

Timer

Select Smart/

On/Off

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1) Share devices to your family members   

After binding, if your family members also want to control the device. 

Please let your family members register the APP first, and then the administrator 

can operate as below: 

Then your family members can log in as below: 
 

 
Notice: 1. The weather forecast is just for reference. 
2. APP is subject to updating without notice

Log in with existing accout

Register

1) Share devices to your family members   

After binding, if your family members also want to control the device. 

Please let your family members register the APP first, and then the administrator 

can operate as below: 

Notice: 1. The weather forecast is just for reference. 

2. APP is subject to updating without notice. 



INVERTER POOL
HEAT PUMP SPECS

Model

Advised pool volume (m3)
Operating air temperature ( ºC)
Heating temperature ( ºC)

Performance Condition: Air 28°C, Water 28°C, Humidity 80%
Heating capacity (kW)
COP
COP at 50% capacity

Performance Condition: Air 24°C, Water 26°C, Humidity 80%
Heating capacity (kW)
COP
COP at 50% capacity

Performance Condition: Air 15°C, Water 26°C, Humidity 70%
Heating capacity (kW)
COP
COP at 50% capacity
Sound pressure at 1m dB(A)
Sound pressure of 50% capacity at 1m dB(A)
Sound pressure at 10m dB(A)

Heat exchanger

Power supply
Rated input power at air 15°C (kW)
Rated input current at air 15°C (A)
Circuit breaker (A)
Power cord mm²
Advised water flux (m³/h)
Water pipe in-out size (mm)
Net Dimension LxWxH (mm)
Net weight (kg)

MI07

15~30
7~43
18~40

7.0
9.4~5.9
8.5

6.5
8.8~5.5
7.9

4.6
5.9~4.3
5.8
39.6~52.8
44.2
19.6~32.8

Spiral titanium tube in PVC

230V/1 Ph/50Hz
0.17~1.07
0.74~4.65
8.0
3×1.5
2~4
50
872×349×654
42

MI09

20~40
7~43
18~40

9.0
9.6~5.6
8.3

8.4
8.9~5.2
7.7

6.3
6.0~4.3
5.6
40.5~52.5
44.6
20.5~32.5

230V/1 Ph/50Hz
0.26~1.46
1.13~6.34
10.0
3×2.5
3~4
50
872×349×654
46

Inverter technology makes swimming pool heat pump 
reach an extremely high COP. Compared with normal 
heat pump in the market, inverter pool heater is of 
higher COP. It greatly saves energy/electricity and 
enables you to enjoy swimming without
waiting for a long time.



INVERTER POOL
HEAT PUMP SPECS

Model

Advised pool volume (m3)
Operating air temperature ( ºC)
Heating temperature ( ºC)

Performance Condition: Air 28°C, Water 28°C, Humidity 80%
Heating capacity (kW)
COP
COP at 50% capacity

Performance Condition: Air 24°C, Water 26°C, Humidity 80%
Heating capacity (kW)
COP
COP at 50% capacity

Performance Condition: Air 15°C, Water 26°C, Humidity 70%
Heating capacity (kW)
COP
COP at 50% capacity
Sound pressure at 1m dB(A)
Sound pressure of 50% capacity at 1m dB(A)
Sound pressure at 10m dB(A)

Heat exchanger

Power supply
Rated input power at air 15°C (kW)
Rated input current at air 15°C (A)
Circuit breaker (A)
Power cord mm²
Advised water flux (m³/h)
Water pipe in-out size (mm)
Net Dimension LxWxH (mm)
Net weight (kg)

MI13

30~60
7~43
18~40

12.5
10.3~5.9
8.8

11.7
9.6~5.5
8.2

8.5
5.9~4.2
5.8
42.1~54.1
47.0
22.1~34.1

Spiral titanium tube in PVC

230V/1 Ph/50Hz
0.36~2.02
1.56~8.78
15.0
3×2.5
4~6
50
872×349×654
49

MI17

40~75
7~43
18~40

15.7
9.2~5.3
8.0

8.4
8.9~5.2
7.7

11.3
6.0~4.4
5.9
44.5~56.6
48.8
24.5~36.6

230V/1 Ph/50Hz
0.48~2.56
2.08~11.13
18.0
3×4
6~8
50
872×349×654
60

Unit 12, 13, 14 Kingston Park, 369 Pretoria Road, 
Halfway House, Midrand, Johannnesburg, South Africa

Tel:      011-315-1246

Fax:     011-315-81247

Mail:    info@sirair.co.za

Web:   www.sirair.co.za

1. Energy Saving: Pay 1kw, get up to 9.3kw back ,
 saving up to 50% more compare to traditional
non-inverter pool heat pump.

heat pump.


